Ref. No. DAV/PS/RC, AN/GAYA/23-24/ 5 32_ Date: 09/02/2024

TENDER NOTICE

Renovation work of Common Toilet & Drinking
Fountain at ground floor, Boy’s Toilet at 1% Floor
and Boy’s Toilet at 2™ floor in South-East corner of
school building

Name of The Works

Estimated 1. Common Toilet & Drinking Fountain at
Ground Floor- 262 5q.Ft.

2. Boys Toilet at 1% Floor- 195.50 Sq.Ft.

3. Boys Toilet at 2™ Floor- 195.50 Sq.Ft.

Time of Completion 30 days.

Date of Tender Notification 09/02/2024

Last Date/Time for Receipt of Bids | 15/02/2024

o (s W

Name and Address of office Inviting | Principal, DAV Public School, Rotary Campus,
Tender Ashok Nagar, Gaya.

Contact Number of Procurement 0631-2950279
Office

Help Numbers 9425835417

01

02.

03.

04,

05.

06.

07.
08.

Following points need attention

The School shall not be liable to pay any tax, freight, etc. which has not been expressly stipulated in
the guotation in the event of acceptance of the quotation. The School will deduct TDS as per rule of
Income Tax.

The undersigned does not bind him to accept the lowest quotation and reserves the right to accept
the guotation in whole or in part i.e., with respect to the entire article mentioned in the attached
statement or in respect of one or more than one articles specified in the attached statement as he
may decide.

On acceptance of the quotation it will become a contract and the contractor shall be bound by the
terms and conditions of the quotation as well. Contractor must fulfill the terms and conditions of
Government of Bihar as well as govt. of India.

The quantity of articles / area of work indicated in the attached statement may be increased or
decreased at the discretion of the undersigned without assigning any reason.

The rates quoted by the contractor shall hold good upto finishing of the renovation works. No
amendment will be accepted in the rate of renovation.

The description of the said renovation works in details can be had from the office of either
RO/Dy. R.O./ARO Bihar Zone- H or from the Principal of DAV Public School, Rotary Campus, Ashok
Nagar, Gaya. The payment will be made to the<contractor through A/C payee cheque after the
finishing of the work and duly approved by the architect.

Quotations which do not comply with the above conditions are liable to be rejected.
Non-completion of works within the stipulated time, the contractor will be liable to pay penalties
as decided by the Building Sub-Committee, except the special circumstances if any.

\QEAA

rinmg_al-"
Principsd

B.ALY. Public School

Rotary ( ampes. Sahok Nupar
Gava (Rihar?
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FOR TECHNICAL APPROVAL
ABSTRACT OF COST OF RENOVATION OF COMMON TOILET & DRINKING FOUNTAIN IN
OF D.A.V. PUBLIC SCHOOL, ASHOK NAGAR,GAYA, BIHAR.
s.No. [S.OR. ] DESCRIPTION | aty. [unit.
(1) COMMON TOILET & DRINKING FOUNTAIN AT GROUND FLOOR
Carpet Area of Common Toilet & Drinking fountain = 262.00 Sft (24.35 Sgm)
SECTION - | (DISMANTLING WORK)

1 15.3|Demolishing R.C.C. work including stacking of steel
bars and disposal of unserviceable material within
. 50 metres lead. 0.63|Cum
[ =i 15.7|Demolishing brick work including stacking of service-

able material and disposal of unserviceable material
within 50 meteres |ead:

15.7.4 In cement mortar 1.91]Cum
3 15.60|Disposal of building rubbish/ malba/ similar unservic-
eable, dismantled or waste materials by mechanical
means, including loading, transporting, unioading to
approved municipal dumping ground or as approved
by Engineer-in-charge, beyond 50 m initial lead, for
all leads including all lifts involved, 2.54|Cum
4 15.56|Dismantling old plaster or skirting racking out joints
and clearing the surface for plastering including dispo-
sal of rubbish to the dumping ground within 50 metres
lead. 73.97|5gm

wn

15.12(Dismantling doors, windows and clerestory windows (
steel or wood) shutters including chowkhats, architra-
- ge, holdfasts etc, complete and stacking within 50
metres lead:

15.12.1 |Ofarea 3 sgm and below 12.00|Each

SECTION-II (EARTH WORK/SAND FILLING)

6 2.28|Supplying and filling in plinth with local sand and
under floors including watering, ramming,
consolidating and dressing complete. 11.141Cum

- SECTION-1Il {R.C.C./P.C.C. WORK)

7 4.2|Providing and laying cement concrete in retaining
walls, return walls, walls {any thickness) including
attach pilasters, columns, piers, abutments, pillars,
post, struts,, buttresses, string or lacing courses,
parapets, coping,bed blocks,anchor blocks,plain win-
dow sills, fillets ete. upto floor five level excluding
the cost of centring, shuttering and finishing:

! 1



.No.

5.0.R.

DESCRIPTION

Qty.

Unit.

423

1:2:4 (1 cement, 2 coarse sand, 4 graded stone
aggregate 20mm nominal size.)

1.87

Cum

5.3

Reinforced cement concrete work in Beams,
suspended floors, roofs, having slope upto 15
landings, balconies, shelves, chajjas, lintels, bands,
plain window sills, stair cases and spiaral stair cases
upto floor five level excluding the cost of centering
shuttering, finishing and reinforcement with 1:1.5:3
{1 cement;1.5coarse sand; 3 graded stone aggregate
20 mm nominal size)

0.59

Cum

5.9

Centering and shuttering including strutting
propping etc and removal of form for

295

Lintels, Beams, plinth beams, girders, bressumers
and cantilevers.

3.78

Sgm

[ g

522

Reinforcement for R.C.C. work including straight-
ening ,cutting ,bending,placing in pesition and
binding all complete.

5.22.7A

Thermo-Mechanically treated bars TMTC-500-8mm.

38

5.22.78B

Thermo-Mechanically treated bars TMTC-500-10mm

57

SECTION - IV (MASONRY WORK)

11

6.1A+
6.3A

Brick work with bricks of class designation 1004 in
superstructure above plinth level upto floor V level in:

6.1.14A

Cement mortar 1:6{1 cement: 6 coarse sand)

146

Cum

12

6.18.4A +
6.19A

Half brick masonry with bricks of class designation
100A in superstructure above plinth level upto
floor V level incement mortor 1:4 (1 cement;
4 coarse sand).

5.85

Sgqm

SECTION - V (FLOORING WORK)

13

11,38

Providing and laying Ceramic glazed floor tiles 300x
300 mm (thickness to be specified by the manufact-
urer ) of first quality conforming to 15:15622 of appro-
ved make in colours such shades except white, Ivory
Grey,Fume Red,Brown laid on 20 mm thick cement
mortar 1:4(1 cement: 4 coarse sand)including pointing
the joints with white cement and matching pigment
etc. complete.

25.84

Sgm

14

11.36

Praviding and fixing first quality ceramic glazed
wall tiles confirming to IS 15622(Thickness to be
specified by, manufacturer) of approved make in ~
all colours, shades execpt burgundy, bottle green,
black of any size as approved by engineer in
charge in skirting, risers of steps and dados over
12mm thick bed of cement mortor 1:3 (1 cement,
3 coarse sand) and jointed with grey

cement slurry @ 3.3 Kg/sgm including pointing

2




S5.0.R.

DESCRIPTION

Unit. |

in white cement mixed with pigment of matching
shade complete.

74.88

Sgm

15

11.3

Cement concrete flooring 1:2:4 (1 cement: 2 coarse
sand: 4 graded stone aggregate) finished with a float-
ing coat of neat cement including cement slurry, etc.
but excluding the cost of nosing of steps etc.
complete.

11.3.1

40 mm thick with 20 mm nominal size storie aggregate

18.17

Sgm

16

11.72

Providing designation 100A one brick flat soling
joints filled with local sand including cost of
watering, taxes, royalty all complete as per
building specification ad direction of E/L.

24.58

Sgm

SECTION-VI { FINISHING WORK)

13.11

12 mm thick Cement plaster in cours sand of mix:

13.11.4

1:6(1 cement: 6 coarse sand)

46.29

Sgm

13.12

15 mm cement plaster on rough side of single ar half
brick wall of mix:

13.12.4

1:6({1 cement: 6 coarse sand)

49.92

Sgm

19

13.17.2

12 mm cement plaster 1:4 (1 cement: 4coarse sand)
finished with a floating coat of neat cement

5.78

20

13.36

Extra for providing and mixing water proofing material
in proportion recommended by the manufacturers:

13.36.2

12 mm cement plaster 1:4 (1 cement: 4coarse sand)

27.95

Sgm

21

13.81A

Distempering with 1st quality acrylic distemper,
having VOC { Volatile Organic Compound) content
less than 50 grams/litre, of approved brand and
manufacture, including applying additional coats
wherever required,to achieve even shade and colour

13.81.28

Two coats.

95.53

Sgm

2

13.82

Painting with ready mixed paint of approved
brand and manufacture in all shades to give an
even shade.

13.82.3

Old steel work { One or more coats.)

12,57

Sgm

13.82.4

Oid wood work { One or more coats.)

17.88

Sgm

SECTION- VIl { SANITARY WORK])

23

by &

Providing and fixing water closet squatting pan
(Indian type W.C. Pan)with 100 mm sand cast iron
P or S trap, 10 litre low fixtures complete, including
cutting and making good the walls and level white ,
P.V.C. flushing cistern, including flush pipe with
manually controlled device (handle lever) conform-
ing to IS; 7231, with all fittings and floors whever
required(except flushing cistern)

17.1.1-

17.18.1

White Vitreous china Orissa pattern W.C. pan of size

580440 mm with integral type foot rest,

Each

3




I.No,

5.0.R.

DESCRIPTION

Qty.

Unit.

24

173

Providing and fixing white vitreous chinza pedestal
type water closet {European type) with seat and lid,
10 litre low level white vitreous china flushing cistern
& C.P. flush bend with fittings & C.l. brackets, 40 mm
flush bend, overflow arrangement with specials of
standard make and mosquito proof coupling of appro-
ved municipal design complete, including painting of
fittings and brackets, cutting and making good the
walls and floors wherever required:

17.3.1

W.C. pan with ISl marked white solid plastic seat and
lid.

Each

25

17.24

Providing and fixing white vitreous china squatting
plate urinal with integral rim longitudinal fiush pipe.

Each

17.7

Providing and fixing wash basin with C.l. brackets

15 mm C.P. brass pillar taps, 32 mm C.P. brass waste
of standard pattern including painting of fittings and
brackets, cutting and making good the walls
wherever required:

17.7.7

White Vitreous china Flat back wash basin size 450x
300 mm with single 15 mm C.P. brass pillar tap.

Each

27

17.29

Providing and fixing 100 mm sand cast iron grating
for gully trap.

11

Each

28

17.32

Providing and fixing mirror of superior glass (of app-
roved quality) and of required shape and size with
plastic moulded frame of approved make and shade
with 6mm thick hard board backing:

17.32.2

Rectangular'shape 453%357 mm.

No.

17.71

Providing and fixing PTMT liquid seap container 109
mm wide, 125mm high and 112mm distance from
wall of standard shape with bracket of the same
materials with snap fittings of approved quality and
colour, weighing not less than 105 gms.

No.

30

17.73

Providing and fixing PTMT towe! ring complete with
brackets fixed to wooden cleats with CP brass screws
with concealed fittings arrangement of approved
quality and colour.

17.73.1

450 mm long towel rail wlith total length of 495 mm,
78 mm wide and effective heitht of 88 mm, welighing
not less than 170 gms.

Na.

SECTION- VIl { WATER SUPPLY WORK)

31

18.15

Providing and fixing brass bib cock of approved guality

18.15.1

15 mm nomjnal bore

16

Each

32

18.22

Providing and fixing C.P. brass shower rose with 15 or
20 mm inlet:

18.22.1

100 mm diametre

Each




l.No. |S.0.R.

DESCRIPTION

Qty.

Unit.

SECTION- IX (MARBLE WORK)

33 8.2

Providing and fixing 18 mm thick gang saw cut, mirror
polished, premoulded and prepolished, machine cut
for kitchen platforms, vanity counters, window sills,
facias and similar locations, of required size, approved
shade, colour and texture laid over 20 mm thick base
cement mortar 1:4 {1 cement: 4 coarse sand), joints
treated with white cement, mixed with matching
pigment, epoxy touch ups, including rubbing, curing,
moulding and polishing to edges to give high gloss
finish etc. complete at all levels.

8.2.1

Rajnagar plain white marble/ Udaipur green marble/
Zebra block marble

8212

Area of slab over 0.50 sgm

2.23|5gm

SECTION-X (CARPENTARY,STEEL,HARDWARE)

34 9.1

Providing and fixing alluminium handles anodised
(anodic coating not less than grade AC 10 as per
IS; 1868)transparent or dyed to required colour or
shade with necessary screws etc. Compete.

9.100.1

125 mm

10|No.

35 9.97

Providing and fixing alluminium sliding tower bolt
anodised(anodic coating not less than grade AC 10
as perlS1868)transparent or dyed to required colour
and shade with nuts and screws etc. complete.

9.97.1

300x10mm

36 9.96

Providing and fixing alluminium sliding door bolt
anodised{anodic coating not less than grade AC 10
as perlS1868)transparent or dyed to requi red colour
and shade with nuts and screws etc. complete.

5.96.1

300x16mm

- 14,2

Fixing chowkhats in existing opening Including embe-
dding chowkhats in floors or walls cutting masonary
for holdfasts, embedding hold fasts in cement concre-
te blocks of size 15x10x10 cim with cement concrete
1:3:6 (1 cement: 3 coarse sand: 6 graded stone aggreg-
ate 20 mm nominal size), painting two coats of appro-
ved wood preservative to sides of chowkhats and
making good the damages to walls and floors as regui-
red complete, including disposal of rubbish to the
dumping ground, all complete as per direction of
Engineer-in-Charge.

14.2.1

Door chowkhats

38 9.48

Providing and fixing M.S.grills of required pattern
in frames of windows etc.with M.5. flats, square or
round bars etc. including priming coat with approved

5




I.Ne. |5.0.R. DESCRIPTION Qty. Unit.
steel primer all complete.
9.48.2 Fixed to openings/wooden frames with raw| plugs 107.00{Kg

screws ete,

TOTAL

Add 12% extra for external and internal PHE work,
external and internal electrical works,
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FOR TECHNICAL APPROVAL

ABSTRACT OF COST OF RENOVATION OF FIRST FLOOR BOY'S TOILET IN SOUTH CORNER OF BLOCK OF

D.A.V. PUBLIC SCHOOL, ASHOK NAGAR,GAYA, BIHAR.

sl:No. [S.0R. | DESCRIPTION | aty. |unit.
{1) BOY'S TOILET AT FIRST FLOOR
Carpet Area of Boy's Toilet = 195.50 Sft (18.17 Sqm)
SECTION - | {DISMANTLING WORK)

1 15.2|Dismantling cement concrete including disposal of
material within 50 meters lead:
| & 1521 1:3:6 or richer mix. 2.79|Cum
.2 15.7|Demolishing brick work including stacking of service-

able material and disposal of unserviceable material
within 50 meteres lead:
15.7.4 In cement mortar 1.52|Cum
3 15.60|Disposal of building rubbish/ malba/ similar unservic-
eable, dismantled or waste materials by mechanical
means, including loading, transporting, unloading to
approved municipal dumping ground or as approved
by Engineer-in-charge, heyond 50 m initial lead, for
all leads including all lifts involved. 9.41|Cum
4 15.56|Dismantling old plaster or skirting racking out joints
and clearing the surface for plastering including dispo-
sal of rubbish to the dumping ground within 50 metres
lead. 62.82{Sgm
SECTION-II {EARTH WORK/SAND FILLING)
5 2.28|Supplying and filling in plinth with local sand and
. under floors including watering, ramming,
consolidating and dressing complete. 6.43|Cum
SECTION-IH {R.C.C./P.C.C. WORK)
6 4.2|Providing and laying cement concrete in retaining
walls, return walls, walls (any thickness) including
attach pilasters, columns, piers, abutments, pillars,
post, struts, buttresses, string or lacing courses,
. parapets, coping,bed blocks,anchor blocks,plain win-
dow sills, fillets etc. upto floor five level excluding
the cost of centring, shuttering and finishing:
423 1:2:4 (1 cement, 2 coarse sand, 4 graded stone
aggregate 20mm nominal size.) 1.38{Cum
SECTION - IV (FLOORING WORK)
7 11.38|Providing and laying Ceramic glazed floor tiles 300x
300 mm (thickness to be specified by the manufact-
1




5l.No.

5.0.R.

DESCRIPTION

Unit.

urer ) of first quality conforming to 15:15622 of appro-
ved make in colours such shades except white, lvery
Grey,Fume Red,Brown laid on 20 mm thick cement
mortar 1:4{1 cement: 4 coarse sand}including pointing
the joints with white cement and matching pigment
etc. complete.

18.17

Sgm

)

11.36

Providing and fixing first quality ceramic glazed
wall tiles confirming to IS 15622(Thickness to be
specified by manufacturer) of approved make in
all colours, shades execpt burgundy, bottle green,
black of any size as approved by engineer in
charge in skirting, risers of steps and dados over
12mm thick bed of cement mortor 1:3 (1 cement,
3 coarse sand) and jointed with grey
cement slurry @ 3.3 Kg/sgm including pointing

in white cement mixed with pigment of matching
shade complete.

60.12

11.3

Cement concrete flooring 1:2:4 (1 cement: 2 coarse
sand: 4 graded stone aggregate) finished with a float-
ing coat of neat cement including cement slurry, etc.
but excluding the cost of nosing of steps etc.
complete.

1131

40 mm thick with 20 mm nominal size stone aggregate

18.17

Sgm

10

11.72

Providing designation 100A one brick flat soling
joints filled with local sand including cost of
watering, taxes, royalty all complete as per
building specification ad direction of E/I.

18.17

sqm

SECTION-V ( FINISHING WORK)

11

13.11

12 mm thick Cement plaster in cours sand of mix:

13.11.4

1:6{1 cement: 6 coarse sand)

31.41

sqm

13.12

15 mm cement plaster on rough side of single or half
brick wall of mix:

13.12.4

1:6(1 cement: 6 coarse sand)

31.41

Sgm

i3

13.17.2

12 mm cement plaster 1:4 (1 cement: 4coarse sand)
finished with a floating coat of neat cement

9.78

Sqm

-~ 14

13.36

Extra for providing and mixing water proofing material
in proportion recommended by the manufacturers:

13.36.2

12 mm cement plaster 1:4 (1 cement: 4coarse sand)

27.95

15

13.81A

Distempering with Lst quality acrylic distemper, ~
having VOC ( Volatile Organic Compound) content
lass than 50 grams/litre, of approved brand and
manufacture, including applying additional coats
wherever required,to achieve even shade and colour

13.81.28

Two coats.

75.83

S5qm

16

13.82

Painting with ready mixed paint of approved

2




Sl.No.

SUDIRI

DESCRIPTION

Unit.

brand and manufacture in all shades to give an
even shade,

13.82.3

Old steel work { One or more coats.)

7.23

Sgm

13.82.4

Old wood work { One or more coats.)

17.88

Sgm

SECTION- VI { SANITARY WORK)

17

17.1

Providing and fixing water closet squatting pan
(Indian type W.C. Pan}with 100 mm sand cast iron
P or S trap, 10 litre low fixtures complete, including
cutting and making good the walls and level white
P.V.C. flushing cistern, including flush pipe with
manually controlled device (handle lever) conform-
ing to I5: 72511, with all fittings and floors whever
required(except flushing cistern)

17.11-
17.18.1

White Vitreous china Orissa pattern W.C. pan of size
580x440 mm with integral type foot rest.

Each

)

8

17.3

Providing and fixing white vitreous china pedestal
type water closet (European type) with seat and lid,
10 litre low level white vitreous china flushing cistern
& C.P. flush bend with fittings & C.l. brackets, 40 mm
flush bend, overflow arrangement with specials of
standard make and mosquito proof coupling of appro-
ved municipal design complete, including painting of
fittings and brackets, cutting and making good the
walls and floors wherever required:

1731

W.C. pan with ISI marked white solid plastic seat and
lid.

Each

19

17.23

Providing and fixing white vitreous china flat back or
wall corner type lipped front urinal basin of 430x260x
50 mm or 340x410x265 mm sizes respectively.

Each

4757

Providing and fixing wash basin with C.I, brackets

15 mm C.P. brass pillar taps, 32 mm C.P. brass waste
of standard pattern including painting of fittings and
brackets, cutting and making good the walls
wherever required:

17.7.7

White Vitreous china Flat back wash basin size 450x
300 mm with single 15 mm C.P. brass pillar tap.

Each

21

17.29

Providing and fixing 100 mm sand cast Iron grating
for gully trap. <

10

Each

22

17.32

Providing and fixing mirror of superior glass (of app-
roved quality) and of required shape and size with
plastic moulded frame of approved make and shade
with 6mm thick hard board backing:

17.32.2

Rectangular shape 453x357 mm.

No.

23

17.71

Providing and fixing PTMT liquid seap container 109

mim wide, 125mm high and 112mm distance from

3




Sl.No.

5.0.R.

DESCRIPTION

Unit,

wall of standard shape with bracket of the same
materials with snap fittings of approved quality and
colour, weighing not less than 105 gms.

No.

24

17.73

Providing and fixing PTMT towel ring complete with
brackets fixed to wooden cleats with CP brass screws
with concealed fittings arrangement of approved
quality and colour.

17.73.1

450 mm long towel rail wlith total length of 495 mm,
78 mm wide and effective heitht of 88 mm, weighing
not less than 170 gms.

No.

SECTION- VIl { WATER SUPPLY WORK)

25

18.15

Providing and fixing brass bib cock of approved quality

18.15.1

15 mm nominal bore

12

Each

26

18.22

Providing and fixing C.P. brass shower rose with 15 or
20 mm inlet:

18.22.1

100 mm diametre

Each

SECTION- VIl (MARBLE WORK)

27

8.2

Providing and fixing 18 mm thick gang saw cut, mirror
polished, premoulded and prepolished, machine cut
for kitchen platforms, vanity counters, window sills;
facias and similar locations, of required size, approved
shade, colour and texture laid over 20 mm thick base
cement mortar 1:4 (1 cement: 4 coarse sand), joints
treated with white cement, mixed with matching
pigment, epoxy touch ups, including rubbing, curing,
moulding and polishing to edges to give high gloss
finish etc. complete at all levels.

8.2.1

Rajnagar plain white marble/ Udaipur green marble/
Zebra block marble

8.2.1.2

Area of slab over 0.50 sqm

2.23

Sgm

SECTION-IX (CARPENTARY,STEEL,HARDWARE)

b

8

9.1

Providing and fixing alluminium handles anodised
(anodic coating not less than grade AC 10 as per
IS: 1868)transparent or dyed to required colour or
shade with necessary screws etc. Compete,

9.100.1

125 mm

10

MNo.

29

9.97

Providing and fixing alluminium sliding tower bolt
anodised{anodic coating not less than grade AC 10
as perlS1868)transparent or dyed to required colour
and shade with nuts and screws etc. complete.

9.97.1

300x10mm

No.

30

9.96

Providing and fixing alluminium sliding door bolt
anodised(anodic coating not less than grade AC 10
as periS1868)transparent or dyed to required colour
and shade with nuts and screws etc. complete,

4




Sl.No.

SCO!RD

DESCRIPTION

Unit.

9.96.1

300x16mm

No.

TOTAL

Add 12% extra for external and internal PHE work,
external and internal electrical works.
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. LK LRI ISR | RUND
30"XT7-0" WOODEN DOOR
2-6"XT7-0" WOODEN DOOR
4.0"RA" MS GRILL

2.0"K 20" MS VENTILATOR

el gc:

NUTE:-
1. ALL W.CJ/E.W.C SHEETS & BOY'S URINAL WILL BE NEW.
2. SUNKEN FLOOR WILL BE P.C.C. CASTED AND SIDES
WILL BE PUNNING PLASTERED, MIXED WITH WATER
PROOFING COMPOUND, AFTER DISMANTLING OLD FULLY.
3. ALL FIXTURES & FITTINGS OF WATER SUPPLY WILL
BE NEW OF BRASS/STEEL.
4. ALL FIXTURES & FITTINGS OF DOORS WILL BE NEW
OF ALUMINIUM.
5. CERAMIC FLOORING OF 300X300 MM WILL BE MADE
OVER 3" P.C.C. 1:2:4 OVER 3" BRICK SOLING OVER
SAND FILLING.
WALL TILES WILL BE FIXED UP TO 5-0" HT. IN FULL TOILET AND

PAINTINGS OF DOORS & WINDOWS WILL BE DONE.
ALL PVC FIPE LINES WILL BE MADE NEW.,
DAMAGED ELECTRICAL FITTINGS WILL BE DONE.

=D OO = (=
P LN s

. ALL WORKS WILL BE MADE COMPLETELY OK.

11. 18 MM THK. GREEN MARBLE PARTITION OF SIZE 1'-6"X4' WILL BE
MADE IN URINALS.

12. NEW PLASTERING WILL BE MADE ON WALL TILES AREA.

COMPANY NAME FOR MATERIALFIXTURE, FITTINGS & FINISHES.
—_—e—— sy vl VNI
l.  SANITARY FITTINGS WILL BE OF PARRYWARE/HINDUSTAN.

ALL PVC PIPES WILL BE OF PRINCE/SUPREME,

WOODEN DOORS WILL BE OF 30 MM THK. GREEN BOARD.

FLOOR, WALL TILES WILL BE OF KAJARIA/SOMANY/NITCO/ORIENT.
ALL CP FITTINGS WILL BE OF ESSCO/HINDWARE/JAGUAR/NAL

ALL ELECTRICAL FITTINGS WILL BE OF ANCHOR/HAVELS.
PAINT/PRIMER WILL BE OF ASIAN/NEROLAC/BERGER

b e Rl

SAND OF SONE/GANGA/BATANE.

E STONE CHIPS OF PAKUR/SASARAM/KARWANDIA.

11, MS STEEL OF TATA/JINDAL/ISI MARKED (ON NON AVAILABLE).
12. RAJNAGAR MARBLES WILL BE USED.

70" HT. IN BATH AFTER REMOVING OLD WALL TILES & PLASTER. 5 D1} 40 3¥pn

o
Gl Wl DI

E—

23
[

=
L =
el —— =

33/43 GRADE CEMENT OF ACC/LAFARGE/AULTRATECH/BIRLA QDH_DB}EQ_E.

BOY'S TOILET

Carpet area of Boy's Toilet -195.50 Sft.
(1st floor Toilet)

Vi

V1

Vi

4I_8II‘

71_6"‘

10'-10"




FOR TECHNICAL APPROVAL

ABSTRACT OF COST OF RENOVATION OF SECOND FLOOR BOY'S TOILET IN SOUTH CORNER OF BLOCK OF

D.A.V. PUBLIC SCHOOL, ASHOK NAGAR, GAYA, BIHAR.

sL.No. [5.0.R.

DESCRIPTION

| aty.

| Unit. | |

-

(1) BOY'S TOILET AT SECOND FLOOR

Carpet Area of Boy's Toilet = 195.50 Sft (18.17 Sgm)

SECTION - | (DISMANTLING WORK)

15.2

Dismantling cement concrete including disposal of
material within 50 meters lead:

15.2.1

1:3:6 ar richer mix.

2.79

Cum

15.7

Demolishing brick work including stacking of service-
able material and disposal of unserviceable material
within 50 meteres lead:

15.7.4

In cement mortar

1:52

Cum

15.60

Disposal of building rubbish/ malba/ similar unservic-
eable, dismantled or waste materials by mechanical
means, including loading, transporting, unloading to
approved municipal dumping ground or as approved
by Engineer-in-charge, beyond 50 m initial lead, for
all leads including all lifts involved.

9.41

Cum

15.56

Dismantling old plaster or skirting racking out joints
and clearing the surface for plastering including dispo-
sal of rubbish to the dumping ground within 50 metres
lead.

62.82

Sgm

SECTION-II {EARTH WORK/SAND FILLING)

2.28

Supplying and filling in plinth with local sand and
under floors including watering, ramming,
consolidating and dressing complete.

6.43

SECTION-IN {R.C.C./P.C.C. WORK])

Cum |

4.

It

Providing and laying cement concrete in retaining
walls, return walls, walis {any thickness) including
attach pilasters, columns, piers, abutments, pillars,
post, struts, buttresses, string or lacing courses,
parapets, coping,bed blocks,anchor blocks,plain win-
dow sills, fillets etc. upto floor five level excluding
the cost of centring, shuttering and finishing:

423

1:2:4 (1 cement, 2 coarse sand, 4 graded stone
aggregate 20mm nominal size.}

138

Cum

SECTION - IV (FLOORING WORK)

11.38

Providing and laying Ceramic glazed floor tiles 300x
300 mm (thickness to be specified by the manufact-

1




Sl.No.

5.0.R.

DESCRIPTION

urer ) of first quality conforming to 15:15622 of appro-
ved malke in colours such shades except white, Ivory
Grey,Fume Red,Brown laid on 20 mm thick cement
mortar 1:4(1 cement: 4 coarse sand)including pointing
the joints with white cement and matching pigment
etc, complete.

18.17

Sgm

11.36

Providing and fixing first quality ceramic glazed
wall tiles confirming to IS 15622(Thickness to be
specified by manufacturer) of approved make in
all calours, shades execpt burgundy, bottle green,
black of any size as approved by engineer in
charge in skirting, risers of steps and dados over
12Zmm thick bed of cement mortor 1:3 (1 cement,
3 coarse sand) and jointed with grey
cement slurry @ 3.3 Kg/sgm including pointing

in white cement mixed with pigment of matching
shade complete.

60.12

Sgm

11.3

Cement concrete flooring 1:2:4 (1 cement: 2 coarse
sand: 4 graded stone aggregate) finished with a float-
ing coat of neat cement including cement slurry, etc.
but excluding the cost of nosing of steps etc.
complete.

1131

40 mm thick with 20 mm nominal size stone aggregate

18.17

10

11.72

Providing designation 100A one brick flat soling
joints filled with local sand including cost of
watering, taxes, royalty all complete as per
building specification ad direction of E/I.

18.17

Sgm

SECTION-V ( FINISHING WORK)

11

13.11

12 mm thick Cement plaster in cours sand of mix:

13.11.4

1:6(1 cement: 6 coarse sand)

31.41

Sgm

- 12

13.12

15 mm cement plaster on rough side of single or half
brick wall of mix:

13.12.4

1:6(1 cement; 6 coarse sand)

31.41

Sgm

13

33.17.2

12 mm cement plaster 1:4 (1 cement: 4coarse sand)
finished with a floating coat of neat cement

9.78

S5gm

14

13.36

Extra for providing and mixing water proofing material
in proportion recommended by the manufacturers:

13.36.2

12 mm cement plaster 1:4 (1 cement: 4coarse sand)

27.95

Sgm

I5

13.81A

Distempering with 1st quality acrylic distemper,
having VOC ( Volatile Organic Compound) content
less than 50 grams/litre, of approved brand and
manufacture, including applying additional coats
wherever required,te achieve even shade and colour

13.81.28

Two coats.

75.83

sqm

16

13.82

Painting with ready mixed paint of approved

Z

Unit. *




SLNo.

S.0.R.

DESCRIPTION

Unit.

brand and manufacture in all shades to give an
even shade,

13.82.3

Old steel waork ( One or more coats.)

7.23

13.82.4

Old wood work ( One or more coats.)

17.88|5qm

SECTION- V] { SANITARY WORK)

17

171

Providing and fixing water closet squatting pan
(Indian type W.C. Pan)with 100 mm sand cast iron
P or § trap, 10 litre low fixtures complete, including
cutting and making good the walls and level white
P.V.C. flushing cistern, including flush pipe with
manually controlled device (handle lever) conform-
ing to 1S: 7231, with all fittings and floors whever
required{except flushing cistern}

17.1.1-
17.18.1

White Vitreous china Orissa pattern W.C. pan of size
580x440 mm with integral type foot rest,

Each

18

17.3

Providing and fixing white vitreous china pedestal
type water closet (European type) with seat and lid,
10 litre low level white vitreous china flushing cistern
& C.P. flush bend with fittings & C.|, brackets, 40 mm
flush bend, overflow arrangement with specials of
standard make and mosquito proof coupling of appro-
ved municipal design complete, including painting of
fittings and brackets, cutting and making good the
walls and floors wherever required:

17.3.1

W.C, pan with IS| marked white solid plastic seat and
lid.

=y

Each

19

17.23

Providing and fixing white vitreous china flat back or
wall corner type lipped front urinal basin of 430x260x
50 mm or 340x410x265 mm sizes respectively,

Each

20

17.7

Providing and fixing wash basin with C.I. brackets

15 mm C.P. brass pillar taps, 32 mm C.P. brass waste
of standard pattern including painting of fittings and
brackets, cutting and making good the walls
wherever required:

17.7.7

White Vitreous china Flat back wash basin size 450x
300 mm with single 15 mm C.P. brass pillar tap.

Each

21

17.29

Providing and fixing 100 mm sand cast iron grating
for gully trap.

10

Each

22

17.32

Providing and fixing mirror of superior glass (of app-
roved quality) and of required shape and size with
plastic moulded frame of approved make and shade
with &mm thick hard board backing:

17.32.2

Rectangular shape 453x357 mm.

No.

23

17.71

Providing and fixing PTMT liquid soap container 109

mm wide, 125mm high and 112mm distance from

3




SkNo.

5.0.R.

DESCRIPTION

CQty.

Unit. |

wall of standard shape with bracket of the same
materials with snap fittings of approved quality and
colour, weighing not less than 105 gms.

No.

24

17.73

Providing and fixing PTMT towel ring complete with
brackets fixed to wooden cleats with CP brass screws
with concealed fittings arrangement of approved
guality and colour.

17.73.1

450 mm long towel rail wlith total length of 495 mm,
78 mm wide and effective heitht of 88 mm, weighing
not less than 170 gms.

No.

SECTION- VII { WATER SUPPLY WORK)

25

18.15

Providing and fixing brass bib cock of approved quality

18.15.1

15 mm nominal bore

12

Each

76

18.22

Providing and fixing C.P. brass shower rose with 15 or
20 mm inlet:

18.22.1

100 mm diametre

Each

SECTION- VIl (MARBLE WORK)

27

8.2

Providing and fixing 18 mm thick gang saw cut, mirror
polished, premoulded and prepolished, machine cut
for kitchen platforms, vanity counters, window sills,
facias and similar locations, of required size, approved
shade, colour and texture laid over 20 mm thick base
cement mortar 1:4 (1 cement: 4 coarse sand), joints
treated with white cement, mixed with matching
pigment, epoxy touch ups, including rubbing, curing,
moulding and polishing to edges to give high gloss
finish etc. complete at all levels.

8.21

Rajnagar plain white marble/ Udaipur green marble/
Zebra block marble

8.2.1.2

Area of slab'over 0.50 sgm

2.23

SECTION-IX (CARPENTARY,STEEL,HARDWARE)

28

5.1

Providing and fixing alluminium handles anodised
(anodic coating not less than grade AC 10 as per
IS: 1868)transparent or dyed to required colour or
shade with necessary screws etc. Compete.

9.100.1

125 mm

10

No.

29

9.97

Providing and fixing alluminium sliding tower bolt
anodised(anodic coating not less than grade AC 10
as periS1868)transparent or dyed to required colour
and shade with nuts and screws etc. complete,

5.97.1

300x10mm

Na.

30

5.96

Providing and fixing alluminium sliding door bolt
anodised(anodic coating not less than grade AC 10
as perlS1868)transparent or dyed to required colour

and shade with nuts and screws etc. complete.

4




Sl.No.

SIDIRI

DESCRIPTION

Unit.

9.96.1

300x16mm

No.

TOTAL

Add 12% extra for external and internal PHE work,
external and internal electrical works.

CRARITS TOYTAL




[YP.| SIZE DESCRIPTIONS

D2 26K T WOODEN DOOR

30" XT-0" WOODEN DOOR o

—T‘

ALONX40" MS GRILL
2.0"X2'-g" MS VENTILATOR

NOTE- wﬁ.m.

1,

l. ALL W.C/E.W.C SHEETS & BOY'S URINAL WILL BE NEW, 4x

2. SUNKEN FLOOR WILL BE P.C.C. CASTED AND SIDES
WILL BE PUNNING PLASTERED, MIXED WITH WATER " D1
PROOFING COMPOUND AFTER DISMANTLING OLD FULLY.

3. ALL FIXTURES & FITTINGS OF WATER SUPPLY WILL

BE NEW OF BRASS/STEEL.

4. ALL FIXTURES & FITTINGS OF DOORS WILL BE NEW

OF ALUMINIUM,.

CERAMIC FLOORING OF 300X300 MM WILL BE MADE

OVER 3" P.C.C. 1:2:4 OVER 3" BRICK SOLING OVER

SAND FILLING.

;

23

m

q.?Edzmmowuooﬁwiﬁuoémgnmmuozﬂ

8. ALL PVC PIPE LINES WILL BE MADE NEW.

9. DAMAGED ELECTRICAL FITTINGS WILL BE DONE. D1

10. ALL WORKS WILL BE MADE COMPLETELY OK.

11 18 MM THK. GREEN MARBLE PARTITION OF SIZE 1'6"X4' WILL BE
MADE IN URINALS.

12, NEW PLASTERING WILL BE MADE ON WALL TILES AREA. 2

Eﬂﬁgﬂ AIEAIEAINIe:

. ALL PVC PIPES WILL BE OF PRINCE/SUPREME.
- WOODEN DOORS WILL BE OF 30 MM THK. GREEN BOARD.
+ FLOOR, WALL TILES WILL BE OF KAJARIA/SOMANY/NITCO/ORIENT.

_
N
u
._._
5. ALL CP FITTINGS WILL BE OF ESSCO/HINDWARE/JAGUAR/NAL

6. ALL ELECTRICAL FITTINGS WILL BE OF ANCHOR/HAVELS.

7. PAINT/PRIMER WILL BE OF ASIAN/NEROLAC/BERGER

8. 33/43 GRADE CEMENT OF ACC/LAFARGE/ULTRATECH/BIRLA GOLD/BANGAR.

9. _ SAND OF SONE/GANGA/BATANE. - BOY'S TOILET
10. STONE CHIPS OF PAKUR/SASARAM/KARWANDIA.

11

_N

+ MS STEEL OF TATA/JINDAL/ISI MARKED (ON NON AVAILABLE). Carpet area of Boy's Toilet -195.50 St
- RAINAGAR MARBLES WILL BE USED, (2nd floor Toilet) .

4-8"

?1_61!

10'-10"




